
Technical Specification 

Basic Specs

Length Overall 46.00m
Breadth Moulded 11.00m
Draft (Max) 3.2m
Gross Tonnage (GRT) 499
Net Tonnage (NRT) 149
Deadweight 334 t
Displacement 935.87 t
Light Vessel Weight 601.29 t
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Communication Equipment 

MF/HF Radiotelephone JS 8186GM JRC
MF/HF DSC Terminal JS 8186GM JRC
VHF Radiotelephone 1 BV74503 JRC
VHF Radiotelephone 2 BV74504 JRC
Navtex NCR-333 JRC
Inmarsat-C JRC
SART 2 x Samyung SAR-9
EPIRB MT-603FO
Handheld VHF Marine Entel (4 units)

Cargo Capacities

Clear Deck Space 210m2

Deck Strength 5 tm−2

Fuel Oil 277.47m3

Fresh Water 154m3

Deck Machinery

Towing Winch/Anchor Handling 50-ton line pull, 120-ton brake holding (static)
Main Towing Drum 1000m x 42mm diameter
Anchor Handling Drum 1000m x 42mm diameter
Shark Jaw and Tow Pins 100 t
Stern Roller 3.5m x 1.6m, 80-ton SWL
Tugger Winches 2 x 5 t at 15mmin−1 (1st layer)

Windlass Anchor/Chain
Electro-hydraulic, 3.3 t at 12mmin−1, 2 x
1000 kg anchors, 28mm diameter (6 shackles
port, 7 shackles starboard)

Crane 24 t x 6.5m

Cargo Pump and Discharge Rates

Fuel Oil Pump 1 x 50m3 h−1

Fresh Water Pump 152m3

Discharge Station Port/Starboard
Couplings Cam lock 3
Metering Devices HA Ningbo (Fuel Oil)
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Machinery and Propulsion

Main Engines 2 x 1750BHP at 1600RPM, CAT 3512B
Propellers 2 x Fixed Pitch Propellers (FPP)
Bollard Pull 40 t
Bow Thruster 295BHP
Generators 2 x 230 kW, 415V, 50Hz, CAT 3406C
Fuel Type Low Sulfur Marine Gas Oil (LSMGO)
Oily Water Separator Taiko Kanda
Max Speed/Consumption 10.8 kn to 11.0 kn, 8 t d−1

Economical Speed/Consumption 8.0 kn, 6.6 t d−1

Idle Consumption 0.5 t d−1 (main engines off, at anchor or
alongside)

Navigation Equipment

Echo Sounder HE-881
Doppler Speed Log JLN-205
Magnetic Compass T-130V
Gyro Compass 974-1/4845 Sperry
ECDIS PCU-3000
Radar 1 SMR-3600
Radar 2 JMA-2300
AIS ACR
GPS NGR-3000

Safety and Fire Fighting

Pumps 1 x 50m3 h−1

Fire Main 1 x 1200m3 h−1 x 130m head
Monitors (Water/Foam) 2 manual units
Fire Alarm Panel JBS
Fixed Firefighting System CO2

Accommodation

Crew Capacity 21 total
Cabins 3 x 1-berth, 3 x 2-berth, 3 x 4-berth
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