HOS#592

130 ft Class Liftboat Confidential Technical Specification Sheet

ESSEL OVERVIEW

130 ft class self-elevating liftboat designed to support offshore oilfield operations including platform construction,
maintenance, flowline construction, seismic support, surveying, well intervention support, equipment transportation,
and lifting operations. The vessel is configured for shallow water offshore support operations and is suitable for
maintenance campaigns, construction support, and production field activities.

GENERAL PARTICULARS

Vessel Type Self-Elevating Liftboat
Operational Classification USCG Inspected & Certified
Hull Dimensions 40 ft Wide x 65 ft Long Hull
Maximum Elevation Height 130 ft

LIFTING & DECK EQUIPMENT

Main Crane 30 Ton Crane with 70 ft Boom
Auxiliary Crane 10 Ton Crane with 60 ft Boom
Crane Load Radius 10 ft Radius

Propulsion Engines 2 x Detroit Diesel 8v92
Gearboxes Twin Disc MG5114A

Gear Ratio 2.5:1 Reverse Gears

CAPACITIES

Fuel Capacity 3,660 Gallons
Water Capacity 3,660 Gallons
Open Deck Area 1,600 sq. ft.

PERFORMANCE



’ ’
40’ WIDE x 65’ (B) LONG HULL
This vessel is designed to facilitate general requirements of cilfield work including,
but not limited to, platform construction and maintenance, flow line construction,
well maintenance, field production maintenance, seismic drilling and recording,
surveying, and equipment movement and lifting.
This vessel, and similar ones in this category, is USCG inspected and certified. Me®
Subject to availability, all vessels are ready for charter.
|
|
MAX
| LENGTH
1
| Ll
T
7
[ |
[ | RN L] E=]
6 0
2'-6
E——— ] r
k- 24'-0" 1 —10-0"—=
EQUIPMENT MAXIMUMS & MINIMUMS SPEEDS & CAPACITIES
30 ton crane w/70 ft. boom load line and fast line 1 \ Maximum water depth 81 ft. Traveling speed 5 knots
10 ton crane w/60 ft. boom load line and fast line | 1 \ Minimum water depth | 6 ft. Elevating speed 10 ft./min. low 3660 gallons
Crane load rated | 10ft.radius | | Maximum wave depth 6 ft. Elevating speed 20 ft./min. high 3660 gallons
8V92 Detroit Diesel w/twin Disc MG5114A 2
2.5:1 ratio reverse gear Fuel capacity 3660 gallons
NAVIGATION EQUIPMENT Water capacity 3660 gallons
VHF Radio 2 | Radar Lornt 2| Loran | 1 Open deck area 1600 sq. ft.
Company Radio and/or Cellular Telephone can be installed.

Travel Speed Approx. 5 knots
Elevating Speed (Low) 10 ft/min
Elevating Speed (High) 20 ft/min

OPERATING PARAMETERS

Maximum Water Depth 81 ft
Minimum Water Depth 6 ft
Maximum Wave Height 6 ft

NAVIGATION & COMMUNICATION

VHF Radios 2 Units

Radar 1 Unit

Compass Installed

Loran 1 Unit

Communications Company Radio / Cellular Capability

All particulars believed correct but not guaranteed. Vessel offered subject to prior sale, charter, or withdrawal without
notice. Further details available upon request against executed NCNDA where applicable.



