
HLRM 65-6S
Hydraulic Knuckle Boom Crane Professional Technical Specification Sheet

CRANE OVERVIEW

The HLRM 65-6S is a heavy-duty hydraulic knuckle boom crane engineered for offshore, marine, and industrial lifting
applications requiring precision handling, high lifting performance, and continuous slewing capability. The crane
combines robust hydraulic systems with optimized extension geometry, delivering reliable lifting operations across
demanding operational environments.

GENERAL PERFORMANCE DATA

Item Specification

Maximum Dynamic Overturning Moment 1,035 kNm

Maximum Dynamic Vertical Force 192 kN

Maximum Slewing Torque 101 kNm

Mass Weight 6,900 kg

Slewing Angle 360° Unlimited

Slewing Speed 1 rpm

HYDRAULIC SYSTEM



Item Specification

Maximum Oil Pressure 290 bar

Recommended Oil Flow (Minimum) 100 L/min

Recommended Oil Tank Capacity 300 L

Suggested HPU 45 kW

WINCH & HOISTING DATA

Item Specification

Standard Winch (5 t) 400 kg

Standard Rope Diameter / Length 18 mm / 60 m

Hoisting Speed (2nd Layer - 65 L/min) 24 m/min

Standard Winch (6 t) 500 kg

Standard Rope Diameter / Length 20 mm / 60 m

Hoisting Speed (2nd Layer - 100 L/min) 24 m/min

BOOM EXTENSION PERFORMANCE

Item Specification

1st Boom Extension Time 43 sec

2nd Boom Extension Time 42 sec

Telescopic Extension Time 97 sec

All particulars believed correct but not guaranteed. Specifications subject to verification and manufacturer confirmation.
Equipment offered subject to prior sale or withdrawal without notice.
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HLRM cranes featuring slew bearings and
continuous rotation, are available as fully
foldable telescopic cranes and as knuckle
telescopic boom cranes.

THE BEST LIFTING PERFORMANCE
The fully foldable telescopic cranes are
designed to provide the best lifting perfor-
mance combining exceptional boom strength
with a powerful slewing ring rotation system.
The cranes are suitable for a wide range of
on-board and off board activities including
buoy handling and the hoisting of structures
and equipment.

HEAVY DUTY OPERATION
Each crane component is selected and 
designed for heavy duty operation in a 
marine environment, they feature:

• Anti-Corrosion Program
• Standard design temperature -20°C +45°C
• Minimum IP 56 protection standard on
all electric cabinets and junction boxes
on the crane

• Electronic Safety System protects the
crane from being overloaded

HLRM CRANES:
Fully foldable telescopic cranes & Foldable knuckle telescopic cranes
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Fully foldable telescopic cranes with slewing bearing system

Crane

model

nr of

extensions

Length of boom (m) and crane lifting capacity (kg) H L R M Cranes STANDARD Products Table Revision – 1 Jun - 2026

4m 5m 6m 7m 8m 9m 10m 11m 12m 13m 14m 15m 16m 17m 18m 19m 20m 21m

HLRM-I
45

2S
m 4.63 6.13 7.93

Kg 9,800 7,500 5,800

3S
m 4.71 6.21 8.06 9.96

Kg 9,500 7,200 5,550 4,200

4S
m 4.73 6.23 8.08 10.02 12.04

Kg 9,300 7,000 5,350 4,000 3,100

5S
m 4.82 6.32 8.17 10.11 12.13 14.31

Kg 9,000 6,800 5,100 3,800 2,900 2,350

6S
m 4.91 6.41 8.26 10.2 12.22 14.39 16.66

Kg 8,700 6,550 4,900 3,650 2,780 2,190 1,800

7S
m 5.01 6.51 8.36 10.3 12.32 14.49 16.76 19.03

Kg 8,400 6,300 4,700 3,450 2,600 2,000 1,630 1,380

8S
m 5.12 6.62 8.47 10.41 12.43 14.6 16.87 19.14 21.04

Kg 8,150 6,150 4,600 3,250 2,415 1,865 1,500 1,235 1,080

HLRM
65

2S
m 4.65 6.55 8.4

Kg 13,720 9,920 7,820

3S
m 4.77 6.67 8.67 10.67

Kg 13,190 9,520 7,350 5,850

4S
m 4.86 6.76 8.76 10.76 12.76

Kg 13,230 9,490 7,260 5,450 4,360

5S
m 4.95 6.85 8.85 10.85 12.85 14.85

Kg 13,410 9,620 7,070 5,220 4,140 3,440

6S
m 5.04 6.94 8.94 10.94 12.94 14.94 16.94

Kg 13,610 9,790 7,130 5,250 4,150 3,430 2,940

6SL
m 5.52 7.82 10.2 12.58 14.98 17.38 19.78

Kg 12,300 8,420 5,600 4,030 3,130 2,560 2,180

HLRM-I
65

2S
m 4.51 6.01 7.76

Kg 15,500 12,000 9,200

3S
m 4.55 6.05 7.91 9.81

Kg 15,000 11,500 8,800 6,400

4S
m 4.65 6.14 8 9.9 11.9

Kg 14,500 11,000 8,400 6,200 4,900

5S
m 4.75 6.26 8.1 10 12 14

Kg 14,000 10,500 8,000 6,000 4,600 3,750

6S
m 4.87 6.37 8.21 10.12 12.12 14.12 16.27

Kg 13,300 10,100 7,700 5,600 4,300 3,500 2,900

7S
m 4.97 6.48 8.32 10.23 12.23 14.23 16.37 18.64

Kg 13,000 9,800 7,500 5,500 4,200 3,400 2,750 2,350

8S
m 5.13 6.6 8.43 10.33 12.32 14.33 16.48 18,75 20,64

Kg 12,000 9,200 7,000 5,000 3,800 3,000 2,500 2.200 1.900

HLRM
90

3S
m 4.72 6.62 8.62 10.62

Kg 17,910 12,990 9,720 7,330

4S
m 4.82 6.72 8.72 10.72 12.72

Kg 17,390 12,550 9,370 7,000 5,620

5S
m 4.93 6.83 8.83 10.83 12.83 14.83

Kg 17,070 12,290 9,110 6,760 5,390 4,500

6S
m 5.02 6.92 8.92 10.92 12.92 14.92 16.92

Kg 16,530 11,930 8,430 6,240 4,950 4,110 3,520

6SL
m 5.32 7.42 9.62 11.82 13.82 15.82 17.82

Kg 16,970 12,060 8,020 5,910 4,760 3,980 3,430

HORIZONTAL LOAD HLRM CRANES

Data in de table are for harbour conditions
Horizontal loads, lifting by hook in harbour conditions
For the minimum outreach, please check the technical
data sheet.

Features:
• Originally designed for a marine

environment

• Continuous slewing

• Designed for easy maintenance

• High grade of customisation

• Cranes equipped with winch

is possible to be implemented

Crane

model

nr of

extensions

Length of boom (m) and crane lifting capacity (kg) H L R M Cranes STANDARD Products Table Revision – 1 June 2026

4m 5m 6m 7m 8m 9m 10m 11m 12m 13m 14m 15m 16m 17m 18m 19m 20m 21m

HLRM
25

2S
m 4.68 6.65 8.62

Kg 5,170 3,640 2,820

3S
m 4.81 6.67 8.73 10.58

Kg 4,940 3,470 2,660 2,200

4S
m 4.94 6.89 8.86 10.72 12.64

Kg 4,700 3,280 2,490 2,020 1,710

5S
m 5.05 6.99 8.96 10.82 12.82 14.72

Kg 4,520 3,100 2,320 1,850 1,450 1,200

HLRM-I
25

2S
m 4.55 6.3 8.15

Kg 6,150 4,420 3,200

3S
m 4.68 6.43 8.28 10.23

Kg 5,800 4,100 3,100 2,400

4S
m 4.8 6.55 8.4 10.35 12.4

Kg 5,560 3,850 2,900 2,200 1,730

5S
m 4.92 6.67 8.52 10.47 12.52 14.63

Kg 5,250 3,650 2,680 1,910 1,460 1,190

6S
m 5.03 6.78 8.63 10.58 12.63 14.74 16.9

Kg 5,000 3,400 2,400 1,750 1,320 1,050 880

HLRM
35

2S
m 5.21 7.18 9.15

Kg 5,780 4,170 3,270

3S
m 5.31 7.26 9.22 11.08

Kg 5,480 3,940 3,050 2,520

3SL
m 5.60 7.80 10.01 12.21

Kg 5,150 3,600 2,750 2,240

4S
m 5.41 7.36 9.33 11.18 13.1

Kg 5,320 3,800 2,930 2,370 2,010

5S
m 5.51 7.46 9.43 11.28 13.3 15.18

Kg 5,150 3,670 2,820 2,300 1,900 1,610

5-SL
m 5.52 7.72 9.93 12.13 14.33 16.49

Kg 5,010 3,410 2,540 2,100 1,600 1,330

HLRM
45

2S
m 4.89 6.86 8.83

Kg 8,210 5,870 4,570

3S
m 5.02 6.97 8.93 10.79

Kg 7,740 5,490 4,220 3,470

4S
m 5.14 7.09 9.05 10.91 12.83

Kg 7,580 5,410 4,170 4,170 2,580

5S
m 5.23 7.18 9.15 11.01 13.01 14.91

Kg 7,290 5,170 3,790 2,860 2,250 1,880

5SL
m 5.47 7.67 9.88 12.08 14.10 16.08

Kg 6,710 4.570 3.170 2.300 1.830 1.520
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HLRM CRANES:
Foldable knuckle telescopic cranes with slewing bearing system
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Cranes applications in the Marine and Offshore Industry

5

Tugs & Workboats & Dredging vessels Fishing & Aquaculture

Yacht
Support
Vessels
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Oceanographic Research Vessels

Navy & Coast Guard

Cranes applications in the Marine and Offshore Industry

Offshore
Oil & Gas
and Wind




